
Speed of opening, stability, descent rate

Inspection certificate number: EP_356.2023 Test Report

Manufacturer data

Manufacturer name: BogdanFly

Representative: Voinov Bogdan Romanovich

Street: Rua da Pedreira, 34. 

Post code / Place: Salir 8100-202 Faro region

Country: Portugal

Sample data

Name: BFreserve Size: 29

Steerable 
(1)

: No Maximum weight in flight 
(2) [kg]: 110

Weight 
(3)

 [kg]: 1.20 Volume packed [cm
3]: 3700

Serial number: 13M0523

Test results
 (4)

Test no. 1 Test no. 2

Measured opening time [s]: 3.11 2.95

Unsteerable parachute and steerable parachute with locked controls  (if applicable)

Measured sink rate [m/s] (≤ 5.5): 5.13 5.31

Stability test: Stable Stable

Steerable parachute and steerable parachute with unlocked controls (if applicable)

Measured sink rate [m/s] (≤ 4.0): n/a n/a

Stability test: n/a n/a

Test of steerability: n/a n/a

Test data Test no. 1 Test no. 2

Place of test Villeneuve Villeneuve

Date of test 20.03.2023 29.03.2023

Atmosphere AGL [°C] 9 10

RH [%] 78 76

[hPa] 977 978

Wind [m/s] 0.1 0.1

Corrected mass with uncertainty (mcorr) [kg]: 109.1 108.0

If steerable with brake lock system

Place of test n/a n/a

Date of test n/a n/a

Atmosphere AGL [°C] n/a n/a

RH [%] n/a n/a

[hPa] n/a n/a

Wind [m/s] n/a n/a

Corrected mass with uncertainty (mcorr) [kg]: n/a n/a

Rev 08 | 19.04.2023 page 1 of 4 ISO 93.21



Strength test - 40 m/s opening shock

Inspection certificate number: EP_356.2023 Test Report

Manufacturer data

Manufacturer name: BogdanFly

Representative: Voinov Bogdan Romanovich

Street: Rua da Pedreira, 34. 

Post code / Place: Salir 8100-202 Faro region

Country: Portugal

Sample data

Name: BFreserve Size: 29

Steerable No Maximum weight [kg]: 110

Weight [kg] 1.2 Volume packed [cm
3
]: 3700

Serial number: 018-09-L-2023

Test data 
(1)

Test no. 1 Test no. 2

Place of test St-Cierges St-Cierges

Date of test 24.11.2023 24.11.2023

Maximum weight [kg] 110 110

Inspector: Nicolas Jacquod Nicolas Jacquod

Atmosphere AGL

[°C] 2 6

RH [%] 77 79

[hPa] 922 918

Wind [m/s] 0.1 0.5

Test results Test no. 1 Test no. 2

Strength test (40m/s shock) POSITIVE POSITIVE

Aircraft speed uncertainty K=2 

[m/s] 
(2) 2.9 2.9
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